
 EASY LIFT 101-48AJ WINCH 

COMPACT UNIT 

CAPABILITY 

PRODUCTIVITY 

• Electrical twist plug for basket connect 

• Hydraulic quick connect for winch 

• Fully proportional wireless remote control  
for drive, boom and winch operation from 
ground 

• Solid wired dedicated basket controls 

• Live hydraulic separate ground controls 

• Hydraulic independant extendable carriage  

• Movement alarm, Hour meter 

• Ultra long 6 1/2 feet rubber tracks 

• Articulated high ampliture 140 ° jib  

• Electrical emergency descent system 

• Automatic self leveling for outriggers 

STANDARD FEATURES 

• Easy swap between Winch and Basket 

• 101’ working height in basket 

• 93’ hook height with winch 

• 48’ horizontal outreach  

• 510 lbs basket / winch capacity 

• Outriggers set-up in 10 feet alley 

• 35 inches overall width retracted 
• Work side way even in narrow mode 

• Easy to haul at only 9300 lbs 

• Top mount lifting points for crane  

• 4x oversized tie down anchor points 

• 140° amplitude articulated jib  

• High departure angle for climbing anywhere.  

• High 14 inches ground clearance 

• Double speed hydraulic pumps for faster 
booms operations 

• Standard jib raising enable while driving for 
better clearance while climbing 

• 400° turret rotation 

• NO custom made trailer required 

Simple Inside™ 
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MANY CONFIGURATIONS FOR YOUR NEEDS 

• Kubota diesel + electric AC motor 

• Lithium Ion battery + ultra fast charger 

• Kubota diesel + Lithium Ion  

!ūū ƮŒĸ ŊĸĐƮƶƝĸƤ ƀŊ ƮŒĸ ȮȭȮ-ȱȵ!uɤ ǏŗƮŒ Đ ƤƚĸĬŗĐū ŗŶŋƝĸĲŗĸŶƮ ɦ 

Zƶūū ƚƝƀƚƀƝƮŗƀŶĐū 

īĐƤŨĸƮ ĬƀŶƮƝƀūƤ 

bǕĲƝĐƶūŗĬ 

ƜƶŗĬŨ 

ĬƀŶŶŶĸĬƮ 

®ǎĸƝ-ūƀĐĲ 

ƚƝƀƮĸĬƮŗƀŶ 

HĐƤǕ HŶƮƝǕ˘                     

ǣīĸƝŋūĐƤƤ 

īĐƤŨĸƮ 

!ŶƮŗ Ʈƶīĸ-ūƀĬŨ 

ËĸĐĬŒ ĐŶ ƶŶŴĐƮĬŒĸĲ ūĸǎĸū ƀŊ ƚƝƀĲƶĬƮŗǎŗƮǕ ĐŶĲ ǎĸƝƤĐƮŗūŗƮǕ 

ǏŗƮŒ ƮŒĸ ŗŶƮĸƝĬŒĐŋĸĐīūĸ īĐƤŨĸƮ ĐŶĲ ŒǕĲƝĐƶūŗĬ ǏŗŶĬŒ 



 EASY LIFT 101-48AJ WINCH 

COMPACT UNIT 

Simple Inside™ 

 

• Working height in basket mode  101’ 

• Basket side reach @265 lbs 48’ 

                                   @ 510 lbs  42’ 

• Basket capacity at full height 510 lbs 

• Max hook height in winch mode 93’ 

• Winch side reach @265 lbs 42’ 

                                   @ 510 lbs  33’ 

• Overall width retracted / extended 35’’ / 51’’ 

• Below ground outreach  Minus 25’ 

• Minimum length                  without basket 20’-0” 

• Ground clearance 14’’ 

• Height with tracks retracted /extended 79’’ / 85’’ 

• 5 feet length articulated jib motion 140° (-80° / + 60°) 

• Basket dimensions                 Aluminum           55" x 28" 

One man fiber 30" x 28"  

Two men fiber 44" x 28"  

• Turret rotation  400° 

• Basket rotation  180°(90°+ 90°) 

• Max slope travel ability  32° or 62 % 

• Outriggers footprint Standard 19'-0" X 15'-1" 

• Outriggers footprint Narrow 9'-9" X 23'-0" 

• Total weight diesel  9300 lbs 

DIMENSIONS AND CAPABILITY  WORKING AREA  WINCH 

OUTRIGGERS SETTINGS STANDARD AND NARROW 

SIDE VIEW AND DIMENSIONS 

We reserve the right to make specifications changes or equipment changes without notice. Pictures depicted in this publication are for illustrative 
purposes only. Scale of drawing may be not accurate.     UP Equip, Easy-Lift and stated models are protected under Copyright. Legal drop 2021 
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WORKING AREA  BASKET 
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